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Wöhler VIS 350

·• Video inspection system proven over many years � now developed even further

·• Position of camera head indicated in the display

·• Keep your sense of orientation with home function � camera aligns itself automatically

·• 4 hours �exibility � 2 rechargeable batteries for lasting mobility

·• Built-in location transmitter facilitates wireless location detection

Wöhler VIS 350
Intelligent camera head guides and tracks
Video inspection in a case: With the new Wöhler VIS 350 camera system, you not only have everything you need to ins-

pect waste water pipes, �ue gas and ventilation lines as well as industrial systems � you can also precisely locate the 

damage and accurately document the results of the inspection.

Wöhler�s new camera system is both 

compact and safely housed in a plastic 

case for transport and mobility. The sys-

tem consists of a 20 m push rod cable 

with reel, a color camera head with a 

diameter of 40 mm and a large color 

monitor. Then there is the typical Wöhler 

control panel that ensures easy control 

of the camera head: The camera pans 

360°, tilts 180° and offers best-possible 

lighting to carry out an all-round ins-

pection of the inside of the pipe. Par-

ticularly practical: After panning and 

tilting, the home function automatically 

aligns the camera angle to straight 

ahead with a simple push of a button. 

View, save and transmit

The camera can record video of what it 

sees as it travels along the line run. Even 

several tight 87° bends along the line are 

no hurdle. When damage is discovered, 

one quick press of a button is all that 

is required to �shoot� and save a photo.

To be able to assess and speci�cally 

target repair work, we at Wöhler have 

perfected the technique of precisely lo-

cating damage. The actual meter count 

and the position of the head are dis-

played in the monitor. That, for example, 

is a huge help when dealing with exten-

sive networks of pipelines. The top and 

bottom of the pipe are displayed on the 

monitor at all times and at how many 

degrees the camera is being guided up 

or down. Even low-cost, simple wire-

less location detection is available in the 

form of the new Wöhler L 200 Locator.
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Wöhler VIS 350

USB port
Connects the camera with your PC

Video output
View your videos on an external monitor

Card slot
Save your videos directly to the 2 GB SD card

Pan &Tilt Ø 40 mm  
color camera head
Tilts 180° from left to right and pans 
through 360°

2 powerful rechargeable batteries
Space to store 2 rechargeable NiMH batteries (12 V) - each with a rechargeable, 
operating battery life of up to 2 hours � the main battery is charged in the case

Push rod
The FRP rod can be extended up to 20 m

Robust plastic case
The light-weight plastic case not only protects the came-
ra, monitor and accessories, it is also easy to carry

Color monitor
High-de�nition, 7" TFT wide-screen color monitor  
can be tilted and withdrawn up to 2 m from the case

Battery status
Indicates battery charge level

Digital meter counter
The length of unwound cable is sensed  
electronically and displayed for pinpoint positioning

Operating panel
Practical design with simple menu guidance 
and intuitive camera movement control

Position and angle display
Ensures the user knows where top and bottom are in the pipe at all times 
and at how many degrees the camera is being guided up or down



Wöhler VIS 350

Huge Range of Applications

The 360° pan and 180° tiltable color camera head easily negotiates 87° 
bends.

The actual meter count and the position of the head are displayed in the 
monitor. The Wöhler L 200 Locator makes it possible to locate the camera 
head wirelessly.

The Wöhler VIS 350 precisely locates radio waves transmitted by the camera 
head through concrete and asphalt to save a lot of time and further building 
damage.

The 20 m push rod and the pan&tilt color camera head make sure nothing in 
the house supply line remains hidden from your view.



Wöhler L 200 Locator
Penetrating views through concrete and asphalt

·• Locates radio signals transmitted by the camera head � rapidly pinpoints damage 

·• Easy to handle � user guided via display throughout the locating process

·• Bright, easy-to-read color display

·• Telescopic pole � easily track down damage anywhere

·• Chalk holder � for chalk to mark the position where damage is found

Inspecting pipes under the ground, in ceilings and walls is daily routine for specialist tradesmen and women. And after the 

inspection, the next task is to locate the position of damage accurately to be able to offer and carry out the necessary repair 

or cleaning work with precision. With the Wöhler L 200 Locator that is now all just child�s play. It detects precisely radio 

signals transmitted by the Wöhler pan&tiltable camera head.

Skilled tradesmen and women and their 

customers are able to obtain conside-

rable time and cost savings by utilizing 

video inspections to visualize leaks and 

document damaged or soiled sections 

of pipework. The Wöhler L 200 Locator 

also locates the radio signals transmit-

ted by the camera head of the Wöhler 

VIS 350. Damage is displayed precisely 

in a clear-cut graphic on the display of 

the Locator to ensure it is discovered ra-

pidly and marked.

Insights keeping you in the picture 

This is how the Wöhler L 200 makes lo-

cating simple: The Locator attaches to 

a telescopic pole. Guided close to the 

ground, along walls or below the cei-

ling, it locates the very long radio waves 

transmitted by the camera head. Parti-

cularly ideal: The user is guided by the 

bright color display throughout the loca-

ting process � cross-hairs are displayed 

on a horizontal grid system. In addition, 

an acoustic signal is emitted and made 

audible via a loudspeaker or headpho-

nes. The cross-hairs and the strength 

of the signal indicate the direction and 

distance to the located point. Once the 

section of pipe to be repaired or clea-

ned has been found, it can be marked 

straight away. For this purpose, a holder 

is provided to af�x a piece of chalk to 

the end of the Locator. 

LOCATES
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Wöhler VIS 350



Wöhler VIS 350

Position and angle display
The Home button (Wöhler VIS 350) realigns the 

camera head to its initial position. The position and 

angle display indicate top and bottom of the pipe on 

the monitor at all times and at how many degrees the 

camera is being guided up or down.

Integrated locator transmitter
The camera head of the Wöhler VIS 350 / 300 is 

equipped with a transmitter as standard � that means 

the camera head can easily be located by the new 

Wöhler L 200 Locator.

Extensive Range of Functions

Documentation
The �Save function� (Wöhler VIS 350) makes it 

possible to save and view a video or still image of 

what you see at the push of a button. Transfer to PC: 

Per USB or SD card.

Bright illumination
Thanks to the excellent lighting system of the color 

camera head, the camera supplies razor sharp 

images of even the darkest corners of the section 

under inspection.






